
Yes No

Are you running a Bisque Kiln or 
Glaze Kiln?

Bisque Glaze

Do you know what 
cone your clay is 

rated for?

Yes No

Are your pieces dry enough to 
go in the kiln? 

Yes No

You may proceed to load 
and start your Bisque Kiln.

It is reccomended to follow 
the guided start on the 

program control screen. 

STOP! You CANNOT use the 
kiln if you are unsure about the 
firing temperature of your clay. 

Please research what cone your 
clay can and should fire to. 

Overfiring clay can cause 
damange to the kiln and kiln 

furniture

Do you know what 
cone your clay is 

rated for?

YesNo

Are your clay and 
glaze cone 

temperatures 
consistent?

Yes

No

STOP! Please verify that you used an appropriate glaze for the type 
of clay you used. 

Earthenware Clay (Low-Fire - Cone 04/05): If fired to Cone 5/6, will 
melt onto the kiln shelf and will ruin the kiln. 

Stoneware Clay (Mid/High - Fire - Cone 5/6): If you use a low fire glaze 
(Cone 04/05) on Stoneware (Cone 5/6) the clay will not become fully 

vitrified. 
 

 You will assume any responsibility/cost to repair damages if this is 
ignored.

Do the Kiln Shelves 
need kiln wash? 

Yes No

Please stop and kiln 
wash the shelves before 

proceeding

Have you wiped the bottom of your 
pieces? Are you 100% certain there 

is no glaze on the bottom of your 
piece? 

Yes No, But I am 
using a kiln stilt 
or kiln washed 

"cookie"

No

You may proceed to load and start your 
glaze kiln.

It is recommended to follow the Guided 
Start on the program screen.

STOP!! You must wipe clean the bottom of your piece 
before loading it into the kiln. 

Glaze will adhere to the kiln shelf if not cleaned off. 

This will cause damage to the shelf and your work.
 

Shards of glaze on kiln shelf can cut members when 
handling 

 You will assume any responsibility/cost to repair 
damages if this is ignored.

Are you authorized 
to use the kiln?

You cannot use the kiln. 
Please look at the wiki and 
arrange a time to be trained 

by an authorized trainer

STOP!! 
You cannot run a bisque kiln if 

your work is wet. 

Kilns do not do well with moisture. 
It could cause your work to crack 

or explode/pop in the kiln. 

Ruining other work in the kiln and 
possibly cause damage to the 

kiln. 

 You will assume any 
responsibility/cost to repair 
damages if this is ignored.

Have you reserved time on the 
calender and made  sure there 

are no conflicts?

Yes No

Please do 
this before 
proceeding
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